
TEXTILE FRAME
ASSEMBLY INSTRUCTIONS

WATCH THE VIDEO TUTORIAL
youtube.com/studioStandsSrl

SIDE

FRONT FITTINGS

SUPERIOR INFERIOR

NOTE - This instruction sheet presents the assembly of a simple frame.
The product allows different configurations; the assembly procedure 
remains the same.

1. Insert the fitting into the profile until the button stop clicks

3. Once the structure has been assembled, secure the fixing using 
the supplied Allen key

2. Continue assembling the structure in the same way

4. Apply the print to the structure by inserting the silicone profile 
into the appropriate shaping of the structure



Formats:
.eps .pdf .jpg .tiff
Color profile:
CMYK
Images:
included within the file at at least 100dpi resolution in 1:1 
scale or 1000dpi for 1:10 scale works
Fonts:
converted into paths
Die path:
Keep ONLY the outermost path - all other paths must be 
removed
Crop marks/register/color bars/file info:
DO NOT insert inside the file
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1:2 SCALE TEMPLATE
wall version 750x1000mm

see page 2 for file info

1:2 SCALE TEMPLATE
wall version 1000x1000mm

see page 2 for file info

1:2 SCALE TEMPLATE
wall version 1000x2000mm

see page 2 for file info

TEMPLATE
custom size wall version

see page 2 for file info

1100m
m

2100m
m

ABUNDANCE
+50mm perimeter

SAFE AREA
-40mm perimeter from the finished size



1100mm 2100mm 3100mm

1:2 SCALE TEMPLATE
self-supporting version 1000x2000mm

see page 2 for file info

1:2 SCALE TEMPLATE
self-supporting version 1000x2000mm

see page 2 for file info

1:2 SCALE TEMPLATE
self-supporting version 1000x2000mm

see page 2 for file info

TEMPLATE
self-supporting version customized size

see page 2 for file info

ABUNDANCE
+50mm perimeter

SAFE AREA
-40mm perimeter from the finished size

2100m
m

2100m
m

2100m
m


