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click

2 Complete the composition of the structure.

1 Compose the structure by joining the interlocking tubulars

3 Apply the desk top according to your needs

Make sure that the internal shelf 
support pins are facing the inside 
of the structure.

FULL COVER
(apply top before printing)

EXPOSED MDF TOP
(apply the print before the top)



1 Dressing the sock-like structure

2 Act on the zipper to block/tension the print
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Formats:
.eps .pdf .jpg .tiff
Color profile:
CMYK
Images:
included within the file at at least 100dpi resolution in 1:1 
scale or 1000dpi for 1:10 scale works
Fonts:
converted into paths
Die path:
Keep ONLY the outermost path - all other paths must be 
removed
Crop marks/register/color bars/file info:
DO NOT insert inside the file
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CONNECTOR FOR
TUBULARS

ATTACK FOR TUBULARS
2 PIECES

TUBULARS
2 PIECES

CROWNER BASE
2 PIECES

1. Fix the supports to the desk top with double-sided tape

3. Hook the tubes to the appropriate attachments 4. Insert the tubes into the previously applied couplings

2. Apply the attachments for the tubes to the back of the Crowner with 
double-sided tape and the self-tapping screws supplied.
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BRING THE TRACE TO THE DIMENSIONS INDICATED
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OPENING

       present if you choose Desk Mag complete with internal shelf
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